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STEP 2: ASSEMBLE EFCO CONCRETE FORM (16 PIECES)
SECURE WITH SPEED BOLTS OUTSIDE OF DIG 
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STEP 3: LOWER EFCO FORM INTO DIG
USING 3 - 6' X 1/2" STEEL CHAIN WITH HOOKS.
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STEP 4: INSTALL POLY WHEELS ON REBAR CAGE

STEP 5: PLACE 4 - 12" X 4" SOLID CONCRETE 
BLOCKS AT BOTTOM OF DIG INSIDE FORM. THEN 
LOWER REBAR CAGE INTO DIG, SET ON BLOCKS. 
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 17.32" 

 4X .375 

ANCHOR ROD ALIGNMENT RINGS SUPPLIED
TOP 3" DOWN 
BOTTOM 6" UP

6- 1.25" X 96"HOT DIPPED 
GALVANIZED ANCHOR RODS
SUPPLIED ON 20" BOLT CIRCLE  

ANCHOR ROD JIG SUPPLIED
2-C-CHANNEL STEEL 6" X 2" X 78" LONG X 5/16" THK

TOTAL WEIGHT OF ANCHOR ROD 
SYSTEM: 204 LBS

6-1.25" HDG  NUTS

2X 1.50"

 = DIAMETER
 = DEPTH

6" OF ANCHOR ROD EXPOSURE 
EXTREMELY IMPORTANT!

STEP 6: ASSEMBLE & ALIGN ANCHOR 
BOLT PLATES & CONCRETE JIG
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STEP 7: LOWER ANCHOR BOLT 
ASSEMBLY INTO DIG AND 
ATTACH JIG TO FOOTING
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PVC CONDUITS
SHALL HAVE 12" EXPOSURE

6-1.25" X 96" LONG ANCHOR BOLTS
SHALL HAVE 6" OF EXPOSURE FROM TOP OF CONCRETE

EARTH

ROUND CONCRETE FOOTING 6' X 8'
AIR ENTRAINED CONCRETE - 3000LB, 8.5YDS
WITH 1/2" STONE. TOP OF CONCRETE
SHALL HAVE 3/4" TAPER FROM
CENTER TO EDGE FOR WATER DRAIN

EFCO STEEL FORM 6' 

REBAR #4 CAGE RECESSED 4"
 IN FROM FOOTING FROM ALL SIDES
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ACORN NSI GRC-34 3/4"

SOLID WIRE #2 TINNED COPPER 90' REQUIRED
WITH 42"STUBBED OUT OF TOP OF PVC
(ROUTED INTO 1-1.50" CONDUIT)

2X 1.25"
PVC CONDUITS

1 - 2.00"
PVC CONDUIT

4' MIN
6'MAX 

BELOW GRADE
STEP 8

4" HOLE
(26.25" DOWN FROM TOP 
OF FORM STRUCTURE)

STEP 8: FOLLOWING MOTOROLA R56 GROUNDING STANDARDS
3X COPPER COATED STEEL ROD 10' X 3/4" 
SHALL BE 4' MINIMUM UP TO MAXIMUM OF 6' AWAY 
FROM FOOTING, AT LEAST 3' TO 4' BELOW GRADE 
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STEP 9: REMOVE EFCO FORM, THEN FILL WITH BACKFILL                                    
( COMPACT BACKFILL EVERY 12")  UNTILL FLUSH WITH GROUND. 
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